2001 Michelin Product Guide Specifications for XL tires:

Self-cleaning tread pattern with buttressed shoulders delivers enhanced traction in the mud.

Cut-resistant tread compound is reinforced with durable steel-belted radial construction to provide excellent puncture and damage resistance.

Full-width, elastic protector ply helps protect the working plies from bruising and penetrations, lowering downtime.

Sidewall design allows for the low-pressure operation necessary to provide floatation and traction in soft soil.

Tubeless construction compatible with central tire inflation systems as well as bead locks and/or run-flat devices.

Size
Tread
Load Range
Catalog Number
Loaded Radious in.
Overall Diameter in.
Overall Width in.
Approved Rims

in.
Min Dual Spacing in.
Revs per Mile
Tread Depth 32nds
Max Speed mph

9.00R16
XL
D
46694
16.6
36.1
9.8
6.50K
6.50
-
0.0
577
17
62

11.00R16
XL
E
64618
17.8
38.7
10.9
6.50
6.50
-
0.0
538
17
62

11.00R20
XL
H
35071
20.1
43.1
11.1
8.00
7.50
-
12.6
481
23
65

14.0R20
XL
J
12876
22.6
49.4
14.7
10.00W
10.00
-
16.7
422
31
56

14.5R20
XL
L
15668
19.8
43.4
14.4
11.00
12.00
-
0.0
482
25
56

16.00R20
XL
J
00451
24.3
53.1
16.0
10.0W
10.0V
10.0
0.0
391
31
55

14.75/80R20
XL
J
83430
20.5
45.1
14.4
10.00
10.00
-
0.0
464
28
50

15.5/80R20
XL
J
04852
21.3
46.6
15.5
10.00W
10.00
-
0.0
448
30
50

2001 Michelin Product Guide Specifications for XZL tires:

Application-specific tread compounds help provide excellent chip resistance, extending tread and casing life.

Buttressed shoulder blocks offer extra sidewall protection.

Optimized tread design features open shoulders and offset tread elements for improved traction and handling on varied terrains including snow, sand, mud, and highway.

Non-directional tread design for added versatility.

Full-width steel belts and elastic protector ply help provide extra casing protection against off-road hazards.

Radial design helps deliver a smooth, quiet ride that helps insulate troops and shock-sensitive equipment.

Tubeless construction compatible with central tire inflation systems as well as bead locks and/or run-flat devices.

Size
Tread
Load Range
Catalog Number
Loaded Radious in.
Overall Diameter in.
Overall Width in.
Approved Rims

in.
Min Dual Spacing in.
Revs per Mile
Tread Depth 32nds
Max Speed mph

11.00R20
XZL
H
62301
20.0
43.0
11.8
8.00
8.50
9.00
13.3
482
23
65

16.00R20
XZL
M
06306
23.9
52.9
17.2
10.0W
10.0V
10.0
19.5
397
34
55

14.00R20
XZL
J
05432
22.8
49.5
15.1
10.00W
10.00
9.00V
17.1
420
29
55

335/80R20
XZL

MPT
F
70803
18.6
40.7
13.3
11.00
11.00
-
0.0
514
22
65

365/80R20
XZL

MPT
L
97627
19.7
43.1
14.6
11.00
11.00
-
0.0
483
25
65

365/85R20
XZL
J
56389
20.4
45.0
14.5
9.0
10.0
-
16.4
465
28
55

395/85R20
XZL
J
54331
21.3
46.8
15.3
10.00W
10.00
-
0.0
447
33
55

24R21
XZL
H
76025
24.8
54.6
23.9
18.00
18.0
-
0.0
383
31
55

2001 Michelin Product Guide Specifications for XML tires:

All-terrain non-directional computer enhanced tread design delivers excellent soft soil mobility, through improved self-cleaning capabilities.

Offset shoulder design for increased traction in soft soil.

Full-width belt protection and elastic protector ply help protect the casing from bruising and penetrations.

Radial casing design optimized for to operate at lower pressures to offer improved mobility and increased enveloping capabilities to resist impacts.

Size
Tread
Load Range
Catalog Number
Loaded Radious in.
Overall Diameter in.
Overall Width in.
Approved Rims

in.
Min Dual Spacing in.
Revs per Mile
Tread Depth 32nds
Max Speed mph

325/85R16
XML
D
37984
17.7
38.7
12.9
9.00
9.00
-
0.0
540
21
62

12.00R20
XML
G
63997
20.7
44.5
12.2
8.50
8.50
-
13.7
466
25
62

12.00R20
XML
G
73819
22.9
49.5
15.1
10..00W
10.00
9.00
0.0
420
31
55

395/85R20
XML
G
32764
21.3
46.7
15.4
10.0W
10.00
-
0.0
448
30
55

2001 Michelin Product Guide Specifications for XL tire Load and Pressure:

9.00R16 LRD

PSI
35
40
45
50
55
60
65
70
75
80

Lbs per axle
S
3970
4410
4850
5290
5730
6170
6620
7060
7500
7940


D











11.00R16 LRE

PSI
40
50
60
65
70
75
80




Lbs per axle
S
4756
5766
6702
7164
7692
8138
9040





D











